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Ashva Technologies endeavours to create enterprise solutions for the
healthcare industry, and to provide enterprise integration for radiology
professionals, as well as developing customized solutions for

department-specific functionality.

At Ashva, we hang our hats on our commitment to the users of our
products, which have been developed and modified through regular
feedback from radiologists and on-site evaluation programs, backed up
by solid and reliable technical support. In addition, we ensure that our

customers current with the latest technologies around the world.



Why limit your PACS/RIS to just DICOM images?
Why not add more clarity to your DICOM studies with reports, comments, additional
information & other non-DICOM data?
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What is Phoenix?

Phonix is a Windows based multi-purpose DICOM
converter that converts anything from non-DICOM
images, JPG images, cine loops, scanned documents,
digitized medical films to DICOM format and push it
to a PACS server. Radiologists will therefore be able
to query info on existing patients, access critical data
including referral notes and reports alongside DICOM

images adding more accuracy, efficiency and

confidence to diagnose.

How it Works

e Add new patient or select a patient by querying from a DICOM
server or Worklist server

e Capture from Non-DICOM modalities or Scan documents or Scan
medical films or import JPG, BMP, DICOM files stored locally.

¢ Review and edit images.

« Select desired images/sequences and send to PACS






REPORTS & DOCUMENTS

Have a PACS System with Web distribution and no R1S? Use Phoenix to scan radiology &
non-radiology reports, referral notes, case sheets etc. from non-DICOM analytical software

packages and add them to the imaging study. You can then view them from within your PACS.

NON-DICOM IMAGES

Phoenix allows you to import non-DICOM image
files from surgery, pathology, etc. You can also
import images directly from digital cameras and
other devices with TWAIN capability.

TECHNICAL SPECIFICATION
OPERATING SYSTEM

Windows NT, 2000, and XP

PROCESSING POWER
Pentium 111 600 MHz or Higher

MEMORY
256 MB or more RAM.

HARD DISK
50 MB of Free Disk Space for application and image files.

NETWORK INFERFACE
Standard network connection to DICOM devices and RIS.

SCANNERS
Standard TWAIN compliant scanning devices.
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